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TRADITIONAL ESPRESSO MACHINES

Group Heads:

Clean Each Night:
1. Put cleaning dam in filter-holder.
2. Put one (1) teaspoon of group detergent (Cimbali ecocleaner detergent) filter-holder.
3. Lock filter-holder into machine.
4. Start a brew cycle.
5. Wait thirty seconds.
6. Press STOP to end brew cycle.
7. Repeat steps 4-6 ten (10) times for each group head.
These operations need to be repeated daily or weekly accordingly to the instructions of the detergent used.

Portafilters:

Clean Weekly:
1. Remove filter baskets and scour with a scrub pad.
2. Heat one (1) quart of water to boiling in a stainless pitcher, add one (1) tablespoon of detergent.
3. Soak filter-holder and filter baskets in cleaning solution for 5 minutes.
4. Rinse thoroughly with hot water.

Steam wands / Turbosteam:

Clean As Needed:
1. NEVER USE ABRASIVE SCRUB PADS ON THE STEAM WANDS!
2. Soak steam wands in hot water to soften milk residue.
3. Wipe clean with a clean towel dampened with bleach water.
4. Using a paper clip or small wire, clear the nozzle holes of any milk buildup.

Drain tray:

Clean Each Night:
1. Remove grate panels to be washed and sanitized.
2. Wipe drain pan clean with a clean towel.

Discharge tank:
1. Remove the machine drain tray.
2. At the end of the working day, pour a jug of hot water into the discharge tank to remove any incrustations.
3. Replace the machine drain tray.

Cup warmer:

Clean Weekly:
1. Remove plastic grate panels to be washed and sanitized.
2. Wipe stainless deck with a clean towel.

Exterior panels of machine:

Clean As Needed:
1. Wipe with a clean damp towel.
2. Polish with a clean dry towel.
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CAPPUCCINO - SYSTEM

Cleaning the Milk Spout
Carry out the cleaning when the display shows:

WHICH SHOULD BE DONE EACH
EVENING IN ANY CASE.

a) Put 17.5 oz. of cold water in a pitcher and add 1 dose of liquid detergent; see
detergent instructions.
(which is available at Cimbali, ECO LINE - Cleaning products cod.610.004.129)

b) Remove the milk aspiration tube from the milk container and put it in the detergent
solution.

c) Open the steam turn knob until all the detergent has been aspirated.

d) Disassemble the milk spout as follows:

- Unscrew lock ring nut and remove the “Cappuccino System” from its support.

- Unscrew air adjustment screw (3) by turning it anti-clockwise.

- Pull off the lid (7).

- Pull out nozzle (5).

- Unscerw air-lock valve’s slotted nut (6) by turning it anti-clockwise and remove
selector button (4).

- Loosen milk flow adjustment screw (2) anti-clockwise until the valve slides
along pipe (1).

- Move valve downwards with screw (2) and remove hose (1) from hose holder.

- Prepare another dose of detergent and clean each piece. Remove any organic
residue with a sponge.

- Rinse.

- Reassemble all parts in the original positions and fix “Cappuccino System”
back to its support.

e) Flush with at least one liter of cold water aspirated from the milk aspiration
tube.

f) After washing is complete, push and hold down the >>> button.

CAUTION: During washing, hot water will be expelled from the milk spout.

Cleaning dispensing unit

First left - hand dispenser unit with cappuccino - selection panel

A) Remove the milk - aspiration tube from the milk container and rest it against the
grille of the cup - shelf basin.

B) Press one of the selection buttons. Wait a few seconds and press the STOP button.
Repeat this operation a few times. Be careful, steam will come from the cappuc-
cino - maker’s dispensing spout.

Clean the
Milk Circuit
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